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Leachate Pump Station | - Site Plan

Scale: 1 =20’

Notes:

1. MAINTAIN MIN. 5° OF FROST COVER FROM GRADE TO BOTTOM OF FTG. INTERIOR WALLS SHALL

BE COATED WITH "SIKAGARD 62" MANUFACTURED BY SIKA CORPORATION OF MARION, OHIO,
INCLUDING FLOOR SLAB AND BOTTOM 12 INCHES OF CONCRETE, COAT FULL HEIGHT OF CONCRETE

BACK WALL. CONCRETE SURFACE SHALL BE PREPARED IN ACCORDANCE WITH MANUFACTURER'S
RECOMMENDATIONS.  TWO COATS SHALL BE APPLIED WITH THICKNESS OF 4 TO 7 MILS PER

COAT. SECOND FLOOR COAT SHALL CONTAIN "SIKAGARD 62 GRANULES” MIXED IN AT A RATIO
OF 1/2 POUND PER GALLON.

2. THE NUMBER AND ENTRANCE ANGLE OF SIDESLOPE RISER PIPES VARY FROM PUMP STATION |
AND Il.  THE FLOOR PLAN SHOWN IS TYPICAL FOR BOTH PUMP STATIONS.

(3) 16D TOE—NAILS
'EACH SIDE OF ALL
RAFTERS TO RIDGEBOARD

2X4 CEILING

(5) 12D NAILS JOISTS @ 24" O.C.

AT EACH RAFTER

10 JOISTS VENT PIPE RISER VENT

WITH MUSHROOM CAP A
SIMPSON H2.5A

(1 OF 4) \
HURRICANE TIE TO

EACH RAFTER AT TOP ~
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2X8 FRAMING @ 24” 0.C. (TYP)
ALIGN RAFTERS OVER WALL STUDS

PLATES

2’__6”

AWZ” THICK FIBERGLASS
BATTING R—19

INSULATION (TYP)

GALVANIZED 2"#X12” ANCHOR
BOLTS AT 48" 0.C. AND AT 97

FROM CORNERS AND DOOR 8
OPENINGS W/42’PROJECTION FROM (TYP) ™
TOP OF WALL

T.0.GRADE VARIES
= 1349'-0" MI

~VARIES™
LBV e 1" MIN

T.0.F.T.G.

1

T.0.C.W. =
1353'-0" @ 5

<HJ/2” PLYWOOD SHEATHING

SRR NI ERRERIRERIREREES

NOMINAL 5/8" THICK A.P.A. RATED EXPOSURE
1 ROOF SHEATHING WITH 10D NAILS AT 67

O0.C. AT PANEL EDGES AND 12" O.C. IN FIELD
OF PANEL

ALL FRAMING SPRUCE-PINE—-FIR #2
BUILDING SHALL BE 2X6 WOOD FRAME

CONSTRUCTION WITH 5/8” THICK T1—11
EXTERIOR PLYWOOD SIDING, 1/2" THICK

INTERIOR PLYWOOD SHEATHING, AND 5.5”
THICK VAPOR BARRIER—FACED FIBERGLASS
INSULATION IN THE WALLS AND CEILING.

/2)(6 STUDS AT 24”0.C.
FASTEN TI=11 AND PLYWOOD SHEATHING TO

STUDS AND PLATES W/100 NAILS AT 6” O.C.

AT PANEL EDGES AND 12" O.C. IN FIELD OF
PANEL

P.T. 2X6
BOTTOM PLATE =
1347'-0" @

SLOPE 2%

6” CRUSHED STONE (FINE)

(TYP)
2" RIGID FOAM o
INSULATION ON -
ALL WALLS
(TYP)
T.O.CW. =]
1347-0" ¥ A 1T
SN Al 1
1% SLOPE [T N i
(MIN.) v

12" CRUSHED STONE (COARSE)
6”"¢ SDR—17 HDPE

Leachate Pump Station | Riser Profile
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A 3 CLR TO B.OF.—41 * |°*
_8” 8” 8”—
8” CRUSHED STONE e
VAPOR BARRIER

BUILDING SLAB

[ 34)
SEALED CONNECTION \C16/

2'MIN W /INSULATION CONTAINMENT PIPE

5'MIN W/0O INSULATION LEACHATE
——-———=—=—=—=— —p "ORCE MAIN
__________________ - TO STAGE I
\ TANK A
1346 -0" MIN FORCE MAIN

7.0.S. =

1345'-0" @
NOTE:

STRUCTURAL ELEMENTS OF BUILDING
DESIGNED BY JSN ASSOCIATES, INC.
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10 —4”
8

EXHAUST FAN
WITH MOTORIZED

LOUVER /SHUTTER

8” CONCRETE
WALL (TYP)

36” FOOTING (TYP)

Z;BERGLASS

GRATING

NOTE: SEE SHEET C-24 FOR
ADDITIONAL DETAIL AND SCHEDULE

| FM]

V 24” FOOTING
CLASS | - (TYP)

DIVISION 1 X
ENVIRONMENT

MOTORIZED
LOUVER /SHUTTER

24" HDPE PRIMARY
LEACHATE PIPE W/ PUMP,
3" PIPING AND POWER

24" HDPE SECONDARY
LEACHATE PIPE W/PUMP,
3”7 PIPING AND POWER

8” CONCRETE
WALL (TYP)

24” HDPE SECONDARY
OVERLAY LINER LEACHATE
PIPE W/PUMP, 3" PIPING
AND POWER

26’—.2”

33

COAT EXTERIOR OF CONCRETE FOUNDATION WALLS
FROM TOP OF FOOTING TO 6" BELOW FINISH GRADE
WITH A NON—FIBERED ASPHALT—BASED FOUNDATION
COATING PRODUCT.
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Associates, Inc.
Consulting Structural Engineers

One Autumn Street
Portsmouth, NH 03801

(603) 433 — 8639
Fax: (603) 431 - 2811

CMA

Phone: 603/431-6196
Fax: 603/431-5376

E~mail: info@ocmaengineers.com

Phone: 207/985-8717
Fax: 207/985-5520

ENGINEERS

CIviL /ENVIRONMENTAL E NGINEERS

35 Bow Street Lafayette Center

Portsmiouth, New Hampshire Storer Street Building, Suite 208
03801-3819 Kennebunk, Maine 04043

North Country

Bethlehem, NH

Environmental Services, Inc.

project:

Stage IV Phase Il
Type IB Permit Application
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[ eachate Pump Station | - Floor Plan

20 [¢] 10 20 40

o s |

Not to Scale

no.

comment

date

(in feet)
by 1inch = 20 ft.

designed by: date:

JSM/RJG

February 2009

drawn by: project no:

APV/MAM/DAA

656.05

sheet no:

approved by:
RJG/WAS

C-14

SOhpPumpSiotion.dwg  1/14/2008  4:16:48 F

Y
M

£57






